Quasar Lighting System™

Model 6010

Package Includes

e Quasar lighting frame and battery holder
2 attachment pins

2 AA batteries

Velcro strap

1 V4" X 6/32 screw for optional Op’riLOUPETM

| WARNING |

This product contains high intensity L.E.D.s
To avoid eye damage, DO NOT STARE DIRECTLY
INTO LIGHTS for a prolonged period of time.




Mounting the Quasar LS frame to
the visor head unit

Remove the lens from the
visor by squeezing the

back of the pins (A). Older
versions may have screws.

Insert provided pins into the @ N
Quasar lighting frame.

A

Orient the frame so that the
wire is opposite the side with
the magnification number
(M). Snap the frame onto the
visor lens.

After the Quasar frame and visor
lens have been snapped
together, snap the entire fixture
back onto the visor head unit.




Mounting the baftery pack to the
visor head unit

Insert batteries and secure cover
with screw located in battery case.
\ Place velcro loop around the
pr frame of the visor head unit as
shown with the soft/smooth side
facing out.

@

Pull the strap tight and fold tab (B)
around the back to secure the strap to
the head unit as shown.

© . Use the supplied screw
located inside the battery
holder to secure the lid (C).
Place the round velcro pad
(D) against the strap and
stickit onto the head unit.

"

. Pull velcro strap around the battery
holder and strap it tight against the
head unit as shown.
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